Aug. 27, 2002
*** ADDENDUM *** ADDENDUM *** ADDENDUM ***

SOLICITATION: GM3007
DUE DATE: 09/03/02
TIME: 2:00 P.M.

DESCRIPTION: Sun Servers
ADDENDUM #2
Thefollowing areto be added to the requirements for thisBid:

1 A revised spreadsheet with Sun server specifications is attached (titled Sun Servers-
Revised per Addendum #2). Please note that quantity changes have been made to lines
#1, #2, #3 and #9. Quantity, part number and description have changed for line #6.

2. If abid was submitted prior to receipt of this addendum, please re-submit another bid.
The bid with the most current date received at State Purchasing will be considered. In
order to be considered a responsive bid the bid cover sheet must be completed, addendum
#1 must be signed or written acknowledgment submitted with bid along with the required
Sun reseller documentation and a completed addendum #2 must be included. Please
include the bid number and due date on the outside of the sealed envelope.

3. DUE DATE AND TIME REMAIN UNCHANGED.

4, With guestions contact Glendon Mitchell (801) 538-3138

kkhkkkkhkhkkkhkhkkkhhkkkhkkkikkkikkk* END OF ADDENDUM**********************

To acknowledge receipt of addendum, include a copy of this addendum with Bid submittal or
give written acknowledgment with the Bid. It shall be the responsibility of the bidder to
appropriately disseminate this information to all concerned prior to the assigned due time.

Signature Date



SUN SERVERS- Revised per Addendum #2

(note: freight to include all quantities per each line only)

Line

Quantity

Description

List Price
Each

%
Discount

Net Price
Each

Freight

Extended
Price

V480/4 900
3

280R/2 900 M
5

V480/2 900
5

280R/2 900 L
1

V100 M

A37-WSPF4-16GQB

Sun Fire V480 Server, 4 900-MHz UltraSPARC Il Cu
Processors w/ 8-MB External Cache Each, 16-GB Memory, 2
36-GB 10000 RPM FC-AL Drives, DVD-ROM, 2 1440-Watt

A35-WSPF2-2GQB1

Sun Fire 280R Server, 2 900-MHz/8-MB External Cache
UltraSPARC Il Processors, 2-GB Memory, 2 36-GB FC-AL
Disk Drive, 1 DVD-ROM, 2 560-Watt Power Supplies

A37-WSPF2-04GQB
Sun Fire V480 Server, 2 900-MHz UltraSPARC Il Cu

Processors w/ 8-MB External Cache Each, 4-GB Memory, 2 36-
GB 10000 RPM FC-AL Drives, DVD-ROM, 2 1440-Watt Power

Supplies

A35-WSPF2-4GRB1

Sun Fire 280R Server, 2 900-MHz UltraSPARC Il Processors
with 8-MB External Cache Each, 4-GB Memory, 2 73-GB FC-
AL Disk Drive, 1 DVD-ROM, 2 560-Watt Power Supplies

N19-UPE1-9S-512EX1

Sun Fire V100 Server,1 500-MHz UltraSPARC-Ile
Processor,256-KB External Cache,512-MB Memory,1 40-GB
7200 IDE Disk,CD-ROM, 2 10/100-Mbit Ethernet & USB
Ports,Removable System Configuration Card,19-in.
Rackmount Kit,Solaris 8 & Lomlite2 Pre-installed




10

11

12

V100 L

V120 M

V120 L

MISC
13

N19-UUE1-9S-256EXW

Sun Fire V100 Server, 1 550-MHZ UltraSPARC-Ili Processor
w/512-KB External Cache, 256-MB Memory, 1 40-GB 7200
RPM IDE Disk, CD-ROM, 2 10/100-Mbit Ethernet & 2 USB
Ports, System Configuration Card, 19-in. Rackmount Kit,
Solaris 8 & LOMIite2 Pre-installed

N25AUTA1-9S-512AV1

Sun Fire V120 Server, 1 650-MHz UltraSPARC-Ili Processor,
512-KB External Cache, 512-MB Memory, 1 36-GB 10000
UltraSCSI Disk, 2 10/100 Ethernet & USB Ports, 1 UltraSCSI |l
Port Removable System Config Card, 19-in. Rackmount Kit,
Solaris 8 & Lomlite2

N25AUTA1-9S-102AV1

Sun Fire V120 Server, 1 650-MHz UltraSPARC-Ili Processor,
512-KB External Cache, 1-GB Memory, 2 36-GB 10000
UltraSCSI Disks, 2 10/100 Ethernet & USB Ports, 1 UltraSCSI
Il Port, Removable System Config Card, 19-in. Rackmount Kit,
Solaris 8 & Lomlite2

X3668A

PGX32 High Resolution 8bit & 24bit Color PCI Graphics Frame
Buffer

SCMMS-99Y9-LIC

Sun StorEdge Component Manager Software
SLS9S-200-W9YM

Solaris PC NetLink 2.0, Software Media Kit & HTML
Documentation, No License Required

X311L

Localized Power Cord Kit - North American, Asian

Total (including freight charges for each line item)






